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FOOD PROCESSING EQUIPMENT

REFRIGERATED CABINETS GN2/1 VENTILATED G-GNV1200DT
SKU: G-GNV1200DT
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WORKING

TEMPERATURE

EXTERNAL DIMENSIONS

INTERNAL DIMENSIONS

CAPACITY

MAX. OPERATING
TEMPERATURE

TYPE OF COOLING
DEFROSTING TYPE
TYPE OF COOLING GAS

CONDENSED WATER
EVAPORATION

TEMPERATURE CONTROL

INSULATION (mm)

POWER CONSUMPTION
(W)

VOLTAGE

CONSTRUCTION MATERIAL
DOOR REVERSING
INTERIOR LIGHT

SUPPLIED ACCESSORIES
NET WEIGHT (Kg)

GROSS WEIGHT (Kg)

PACKAGING DIMENSIONS

ADDITIONAL INFORMATION

TEMPERATURE/OPERATING -2°C / +8°C-18°C/-22°C

1340 x 830 x 2010(h) mm

530 x 650 x 1386(h) mm - 530 x 650 x

1386(h) mm
507 +507

+32°C/55%HR

ventilated
electric

TN R290 / BT R290

automatic

electronic

60

TN 255 /BT 750

230V / 50Hz

stainless steel AISI 304

no
no

6 grids GN2/1 - 6 pairs of slides

1

U

21

eJ

1370 x 875 x 2160(h) mm
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https://www.forcar.it/en/temperatura-di-lavoro/2c-8c-18c-22c-en/
https://www.forcar.it/en/dimensioni-esterne/1340-x-830-x-2010h-mm-en/
https://www.forcar.it/en/dimensioni-interne/530-x-650-x-1386h-mm-530-x-650-x-1386h-mm-en/
https://www.forcar.it/en/dimensioni-interne/530-x-650-x-1386h-mm-530-x-650-x-1386h-mm-en/
https://www.forcar.it/en/capacita/507-507-en/
https://www.forcar.it/en/temperatura-massima-di-lav/32c-55hr-en/
https://www.forcar.it/en/tipo-di-refrigerazione/ventilated/
https://www.forcar.it/en/tipo-di-sbrinamento/electric/
https://www.forcar.it/en/tipo-di-gas-refrigerante/tn-r290-bt-r290-en/
https://www.forcar.it/en/evaporazione-acqua-cond/automatic/
https://www.forcar.it/en/controllo-temperatura/electronic/
https://www.forcar.it/en/isolamento-mm/60-en/
https://www.forcar.it/en/assorbimento-w/tn-255-bt-750-en/
https://www.forcar.it/en/tensione/230v-50hz-en/
https://www.forcar.it/en/materiale-di-costr/stainless-steel-aisi-304-en/
https://www.forcar.it/en/inversione-porta/no-en/
https://www.forcar.it/en/luce-interna/no-en/
https://www.forcar.it/en/accessori-in-dotazione/6-grids-gn2-1-6-pairs-of-slides/
https://www.forcar.it/en/peso-netto-kg/195-en/
https://www.forcar.it/en/peso-lordo-kg/219-en/
https://www.forcar.it/en/dimensioni-di-imballo/1370-x-875-x-2160h-mm-en/
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